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(o) Blast furnace gas fuel-fired boil-
ers and process heaters as defined in
this subpart.

[69 FR 552563, Sept. 13, 2004, as amended at 71
FR 70660, Dec. 6, 2006]

§63.7495 When do I have to comply
with this subpart?

(a) If you have a new or recon-
structed boiler or process heater, you
must comply with this subpart by No-
vember 12, 2004 or upon startup of your
boiler or process heater, whichever is
later.

(b) If you have an existing boiler or
process heater, you must comply with
this subpart no later than September
13, 2007.

(c) If you have an area source that in-
creases its emissions or its potential to
emit such that it becomes a major
source of HAP, paragraphs (c¢)(1) and (2)
of this section apply to you.

(1) Any new or reconstructed boiler
or process heater at the existing facil-
ity must be in compliance with this
subpart upon startup.

(2) Any existing boiler or process
heater at the existing facility must be
in compliance with this subpart within
3 years after the facility becomes a
major source.

(d) You must meet the notification
requirements in §63.7545 according to
the schedule in §63.7545 and in subpart
A of this part. Some of the notifica-
tions must be submitted before you are
required to comply with the emission
limits and work practice standards in
this subpart.

EMISSION LIMITS AND WORK PRACTICE
STANDARDS

§63.7499 What are the subcategories of
boilers and process heaters?

The subcategories of boilers and
process heaters are large solid fuel,
limited use solid fuel, small solid fuel,
large liquid fuel, limited use liquid
fuel, small liquid fuel, large gaseous
fuel, limited use gaseous fuel, and
small gaseous fuel. Each subcategory is
defined in §63.7575.

§63.7505

§63.7500 What emission limits, work
practice standards, and operating
limits must I meet?

(a) You must meet the requirements
in paragraphs (a)(1) and (2) of this sec-
tion.

(1) You must meet each emission
limit and work practice standard in
Table 1 to this subpart that applies to
your boiler or process heater, except as
provided under §63.7507.

(2) You must meet each operating
limit in Tables 2 through 4 to this sub-
part that applies to your boiler or proc-
ess heater. If you use a control device
or combination of control devices not
covered in Tables 2 through 4 to this
subpart, or you wish to establish and
monitor an alternative operating limit
and alternative monitoring param-
eters, you must apply to the United
States Environmental Protection
Agency (EPA) Administrator for ap-
proval of alternative monitoring under
§63.8(1).

(b) As provided in §63.6(g), EPA may
approve use of an alternative to the
work practice standards in this sec-
tion.

GENERAL COMPLIANCE REQUIREMENTS

§63.7505 What are my general require-
ments for complying with this sub-
part?

(a) You must be in compliance with
the emission limits (including oper-
ating limits) and the work practice
standards in this subpart at all times,
except during periods of startup, shut-
down, and malfunction.

(b) You must always operate and
maintain your affected source, includ-
ing air pollution control and moni-
toring equipment, according to the pro-
visions in §63.6(e)(1)(1).

(c) You can demonstrate compliance
with any applicable emission limit
using fuel analysis if the emission rate
calculated according to §63.7530(d) is
less than the applicable emission limit.
Otherwise, you must demonstrate com-
pliance using performance testing.

(d) If you demonstrate compliance
with any applicable emission limit
through performance testing, you must
develop a site-specific monitoring plan
according to the requirements in para-
graphs (d)(1) through (4) of this section.
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